PLOT INFO: C:\PROJECTS\ACWWA WO138\DWG\W-22R.DWG

DATE: 5/3/2013 8:35:16 AM USER: CDA

N VAN ANANAONANANANANN

THERMOWELD OR USE A
NO 12 COPPER
CONNECTOR TYPE BURNDY
NO YCS OR EQUAL

THERMOWELD OR USE A
NO12 COPPER
CONNECTOR. TYPE

AZANVANVEAN

TYPICAL VALVE BOX
" (SEE DETALS)

DOSSERT NO.DPC2.

HOMAC NO C8 OR

EQUAL (SEE DETAIL 'A’)
THIS  SHEET

TRACER WIRE

THERMOWELD OR USE A NO 12

COPPER CONNECTOR TYPE

BURNDY NO YCS OR EQUAL FOR
TEE CONNECTION (SEE DETAL 'B’
THIS SHEET) OUTSIDE POLYWRAP

di

o

h o od

¥
p
1]
b

USE AWG. NO 12
SOLID COPPER
WIRE

T

AOPPER WIRE MUST BE

TAPED TO TOP OF PIPE

EVERY 3 TO 4 FOOT

WIRE TO BE TAPED ON EACH

SIDE OF EVERY JOINT

§

¢

YT
gip
gip
dlb

/
TYPICAL

VAVLE

THERMOWELD OR USE A NO 12
COPPER CONNECTOR TYPE
BURNDY NO YCS OR EQUAL FOR
TEE CONNECTION (SEE DETAL 'B’

THIS SHEET) OUTSIDE POLYWRAP

ARAPAH®E COUNTY

Water and Wastewater Authority
13031 E Caley Ave,Centennial, Colorado 80111
Ph: (303)790-4830 Fax: (303)790-1718

© Copyright 2007 All Rights Reserved

REVISION DATE:
03/01/2013

W-22

SHEET NO.

1ofl



